
www.spgusa.com

storage racks

Jarke   |   Cantilever racks

15

Arm Loading

All capacities are based on uniformly distributed load.

Column Capability

Do not exceed column capacities. Count the number of arms to be 
used on column; find arm capacity on spec sheet and multiply by 
number of arms per column.

Typical Cantilever Loading Pattern

Load weights must be evenly distributed over number of arms used 
to support it. The overhang should equal 1⁄2 the column spacing. 
This will assure even loading on all arms.

Cantilever Racks Selection Guide

Define the Load

1. Length:

2. Depth:

3. Height:

4. Weight:

5. Horizontal Arm Spacing:

 
Load Deflection-Determine the Number of Uprights

Load deflection is characterized as the sagging of the load between 
the arms. Space blocks on the floor at an equal distance apart under 
the load until you have no sagging. Each block represents one arm. 
The arm will be connected to the upright to support the load.

Arm Selection

1. Divide the total weight by the number of arms, as required.

2. �Match the load capacity required with the appropriate arm 
length and select proper arm from table. Arm length should 
equal load depth.

For safe loads with two-arm 
support distance between arms 
should be 1/2 the load and length.

Three arm support should be  
1/3 the load and length.

Equally distributed full 
rated capacity.

Centered-full rated 
capacity.

End load-half capac-
ity reduces total arm 
capacity by 50%
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Vertical Storage Racks
All-welded steel components bolt together for quick and easy 
assembly creating a rack that stores long material vertically. Arms 
extend 6" beyond shelves creating divided storage. Four separate 
shelf levels allow for storage of smaller lengths and drops in same 
bay. Use in tool rooms, maintenance areas, machine centers,  
storage areas and point of purchase displays.

• 3,000 lb. capacity per unit

• Use as an island of storage or as a continuous row

• Stores long material up to 12' long

• Shelves are 12 gauge steel

• Individually packaged and ships unassembled (KD)

• Painted gray

Horizontal Storage Racks
Horizontal storage is a terrific option for storing angles, bars, pipes, 
etc. up to 10' long. Additional units could be positioned to

accommodate items longer than 10' with two or more units..

1,800 lb. capacity per unit•	

Use as islands of storage or as continuous rows.•	

9 arm levels extend 9" on 6" spacing•	

Rack is 84" high with a 30" x 30" base that tapers upward•	

Individually packaged and ships unassembled (KD)•	

Painted gray•	

Vertical Storage Rack

Horizontal Storage Rack
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Bar Storage Rack—Starter unit

Opening is 51⁄2" W x 51⁄2" H

Bar Storage Rack
This rack will easily organize bar ends, saw drops and pipe.  
This system allows for fast identification and retrieval of  
materials as needed.

• �Starter unit 500 lbs capacity per opening, 66 openings  
16,000 lbs. total capacity

• Add-on unit adds additional 5,300 lbs. to capacity

• Heavy Duty uprights, 1⁄4" thick steel grid

• Bolts together for easy assembly

• Optional galvanized shelf  
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Mini-Module®  
US Patent No. 2,801,752 

The Mini-Module is an efficient, low-cost means to quickly organize 
floor clutter anywhere in your plant or warehouse. Sturdy, light-
weight and easy to handle, completely flexible storage system for 
all sorts of materials. Jarke mini-module installations are expandable 
in width, height and length.

• 2,500 lbs. to 7,500 lbs. capacity per single compartment unit

• Heavy Duty all welded steel construction

• Materials are accessible as individual pieces

• No bolts, no tools, no fittings required in set-up or take-down

• �Stack up mini-modules to the length, height and width  
you require

• �Shelves and shelf dividers available to further segment  
compartment

• Quick storage and retrieval of long material

• �8'–10' long materials utilize 2 units, 12'–16' long materials utilize  
3 units and 16' to 24' length materials use 4 units.

Painted gray

Mini-Module Single Compartment Unit
Shelf (2-way divider)

Mini-Module Multiple-Section Units

Shelf (2-way divider or 4-way divider)

Multiple unit sections eliminate posts which reduces overall width.  
The solid base provides additional rigidity.

Shelf: Divides full capacity 
into 2 sections.

†Quick Ship: Ships within 72 hours

Mini-Module®
6 units shown

†Quick Ship:
Ships Within

72 Hours
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Stacking U-Rack
U-Racks are a low-cost storage alternative for long-unwieldy 
materials. U-Racks can be stacked up to four high, offering quick, 
stable, low-density storage for long materials such as bars, pipe, 
tubing, angles, channels, and plastic shapes. Use for long term or 
as temporary storage next to a work station. Excellent product 
separators.

• 6,000 lbs. or 10,000 lbs. capacity per pair

• �Stacks up to 4 levels high, with nesting flanges trapping  
unit above

• �All welded construction, no tools needed for assembly

• �Lightweight construction, one person set-up

• �Ideally suited for changing storage requirements

• �Finished in high visibility orange powdercoat

• �Packaged in pairs

Tubular Wire Rack
This rack is ideal for use when 4-way entry is not required. This 
all-tubular series provides storage planning at a savings in cost. 
Rugged steel construction with high nesting plugs. Hook slots  
and ribbing are available as optional features.

• 4,000 lbs. capacity

• Square tubular steel posts

• 2-way front fork entry only

• 3 High stackability

* Non-skid ribbing available for a minimal add-on charge.
Minimum quantity order: 10 units.

Stacking U-Rack
2 sets shown

Tubular Wire Rack



E X P E C T  M O R E www.spgusa.com

Jarke   |   stacking RACKS

storage racks

20

Airector® Stacking Racks
Jarke Airector® racks combine the unit load capabilities of a pallet 
with the product protection of stacking posts. The welded tubular 
steel construction provides Airectors with dependable load carrying 
strength. Painted Gray

• 2,000 lbs. to 4,000 lbs. capacity

• Designed for 4-way forklift handling

• �Wood or open bases (contact factory for information  
on steel bases)

• Comes standard with 9" high corner sockets

Airector Heavy Duty Bases 

Heavy Duty Post Sets (sets of 4)

†Quick Ship: Ships within 72 hours
Height shown from top of deck to underside of target.
Heavy duty channel collar—(sets of 4). Available upon request.
End or Side Frames Interchangeable, removable. 
4000 lb. capacity end/side frames* (set of 2). 
Sized to your application. Consult factory.

†Quick Ship: Ships within 72 hours

Airector® Stacking Racks
3 units shown
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Structural Frame QUIKtier™ Selection Chart

Structural Channel Beams

*31,000 based on level of first shelf not to exceed 48” above floor. First shelf level that exceeds 48’ will reduce upright 
capacity. Call factory vvvfor rating information or capacities other than shown.

*Requires one beam tie per pair of beams.
Higher capacities available, consult factory.
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Three point wedge  
connection provides great 
strength and rigidity.

Base plate welded to 
upright. Distributes 
load over a wider area.

Protect your pallets, merchandise and storage  
systems from forklift damage!

You’ll find Steel Sentry™ post protectors  
on page 30 of this catalog. 

QUIKtier®
Select QUIKtier for maximized storage space & minimized cost. Boltless beam connectors 
with integral lock allow for inexpensive, rapid assembly & low maintenance. Integral lock 
prevents accidental dislodging of beams due to upward force. Any beam is interchangeable 
with any upright. Beams adjust on 21⁄2" centers. Compatible with automated storage and 
retrieval. To determine the sizes and capacities needed, find the depth in the first column 
and then follow across chart to the upright height as required.  
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Rigid Back-to Back Ties

Flush Drop-in Skid Supports

Steel Drop-in Decks (for 94" Beams) 
Approximately 200 lbs per sq. ft.  
capacity. Additional capacities  
and sizes available upon request.  
Wire mesh decks are also available.

Wall Ties

Fork Truck Clearance Strut

Drop-in Coil/Drum Cradles
Used for wire, strip or any other  

Reel Shaft Support Bracket (Quiktier only)

Standard Drop-in Skid Supports

Universal Beam Tie 
(Fits All Beams)
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EZ-Glide TM 
100% Full Extension Roll-Out Shelving 

High density storage, E-Z Glide’s 100% shelf extension allows 
quick, efficient loading and unloading of bulky items. Shelves roll 
out even when loaded to capacity. Easy to install. Shipped knocked 
down. The E-Z Glide has welded and bolted construction with a 
solid steel top deck for extra rigidity (top deck does not roll out). 
Top deck may be used as the pick up point to conveniently relocate 
empty racks and for use as additional storage. All standard E-Z 
Glide units have available add-on units that share a common  
upright. The add-on is for wall-to-wall racking of shelves…or any 
length in between. The add-on connects to existing shelves  
creating a continuous assembly of any number. Units should  
be anchored to the floor. (Anchors not included)

• 2,000 lbs. capacity per shelf

• Full 100% extension of every shelf

• Individual shelf height adjustable based on 2 inch centers

• �Modular construction allows bolt-together expansion  
of multiple units.

• �Horizontal access by fork lift truck, cart, hand truck or  
any method with a height adjusting bed

• Vertical access via crane, manipulator or monorail system

• Welded and bolted construction

• Nine (9) starter & add-on models available 

EZ-Glide

Starter

Add-On
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Reel Rack Heavy Duty
• �2,000 lbs. per level with 10,000 lbs. maximum capacity per rack

• �Provides quick and uncluttered access

• �Comes standard with 4 sets of rack axle brackets  
which accept axel up to 2" diameter (axel not included)

• �Axel brackets adjust on 2" center

• �24" maximum reel dimension

Reel Rack Heavy Duty

Recommend that unit be secure to the floor. (Anchors not included)
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Drum Storage Rack  
The Jarke drum racks offer compact, high-density storage of 
55 gallon drums. This unit allows for closed drums to be easily 
transported to a worksite which means avoiding the hazards of 
transporting small quantities of liquid in open containers.

• �1,200 lbs. to 1,800 lbs. capacity

• �The Jarke KD drum rack has the same heavy duty design and 
high capacity as a welded unit.

• �Stack up to 4 tiers high with an interlocking design which gives 
this rack high capacity and more stability

• �Portable and light weight

• �Breaks down for easy storage

• �Painted high visibility orange

• �Forklift accessibility

• �An all-welded unit is available

*Hi-Drum Stand does not include Hi-Drum

HD-555
(Rack not included)

HD-55KD

TD-55KD
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Warranty & Product Suitability 
Statement 
SPG has made a continuous commitment to quality and service. 
The content of this catalog reflects the years of experience we have 
in storage technology. All products shown have practical applica-
tion potential that will increase your storage and handling  
of virtually any product.

If none of our standard racks or material handling equipment will 
solve your unique problem, SPG engineers will study your needs 
and design a variation to these standards or special equipment to 
meet your specific requirements. The system we recommend will 
minimize handling and promote flow through your facility. Behind 
all the factors considered in design and testing, we have but one 
simple goal: to make products for people and products pursuant 
to guidelines established by ANSI (American National Standard 
Institute), UBC (Uniform Building Code) and RMI (Rack Manufac-
turers Institute).

Product Suitability 
Many states and localities have individual codes and regulations 
governing sales, construction, installation, and/or use of products 
for certain purposes, which may vary from those in neighboring ar-
eas. SPG cannot guarantee compliance, and can not be responsible 
for how the product is installed or used. Before purchase and use of 
a product, please review the product application, and the national 
and local codes and regulations. Be sure that the product, installa-
tion and use will comply with them.

Warranty / Limited Liability 
SPG products are fully warranted for one year against defects in 
design, material and workmanship under normal use except for 
collision, overloading or improper installation. All products must be 
installed in accordance with written instructions provided by SPG. 
Your exclusive remedy and our only liability arising out of any sale 
shall be the replacement or repair of the goods or refund of the pur-
chase price paid by the buyer, whichever such remedy we select. 
Any replacement, repair or return must have written authoriza-
tion before any action is taken. If we elect to repay the purchase 
price, a written authorization will be issued and the goods must be 
returned immediately. Any exception to this policy must be agreed 
to in writing by an officer of SPG.

Terms & Conditions
Terms & Credit 
NET 30 days. All prices are F.O.B. Factory. All purchases are subject 
to a credit review. Credit review may delay production and/or  
shipping schedules.

Freight and Routing 
All shipments are F.O.B. factory. When a carrier has not been 
specified, we will route shipment in the best way. With prepaid 
third party shipments, the third party’s discount will apply. Cus-
tomer pick-ups must be made within three days of notification of 
completion.

Returns 
It is the responsibility of the consignee or his representative to 
check shipments against the bill of lading or packing list. If dam-
aged or short, indicate on the delivery receipt the extent of the 
shortage or damage. A claim for damage or shortage cannot be 
processed if the delivery receipt is signed without exception. Stock 
product can be returned within 30 days when authorized in writing 
by SPG and return freight charges are prepaid. There will be a 25% 
restocking charge. Made-to order and used products cannot be 
returned.

Cancellation 
SPG reserves the right to apply reasonable charges for material 
and labor performed prior to the cancellation of any order. A formal 
acknowledgement of these charges will be sent by SPG after notice 
of cancellation is received.

Minimum Order Quantity 
Stock items can be ordered in any quantity, $25 minimum. Orders 
for made-to-order items in quantities less than the minimum quan-
tity shown in this price list will be subject to an additional set-up 
charge based on type of equipment. Call factory for setup charges.

Delivery 
Stock items can usually be shipped within 2 weeks. Delivery of 
made-to-order and non-stock items will be scheduled based on 
receipt of order and/or approved drawings, when applicable.

TERMS & WARRANTY
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